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BRYN-MAWR CANTILEVER
TUBE CONNECTION DETAIL

EXTERIOR VENEER

BRYN-MAWR 
(THROUGH-BOLT)

SITE STRUCTURAL 
BLOCKING / EMBED

AIR GAP

RIDGID INSULATION

J-CHANNEL MULTI-SIDED
INEGRATED GUTTER SYSTEM12" - 24" - 36" - 48" - 60" - 72" - 84" - 96" - 108" - 120"

MASA STANDARD DESIGN SPECIFICATION 

BRYN-MAWR (THROUGH-BOLT)

CAP PLATE

SQUARE TUBE

FACE PLATE

THREADED ROD

BACK PLATE

3" = 12" (1:4)

J-CHANNEL MULTI-SIDED
INEGRATED GUTTER SYSTEM

SIDE SECTION-CUT VIEW

FRONT SECTION-CUT VIEW

CANTILEVER TUBE

CANTILEVER TUBE
BACK PLATE

3" = 12" (1:4)

BRYN-MAWR
(CHEMICAL ANCHOR)

BRYN-MAWR
(WELD TYPE)

OPTION OPTION

SITE CAST / BLOCKING SITE H.S.S. 

BRYN-MAWR
(REVERSE TYPE)

OPTION

SITE H.S.S. 

AVAILABLE SIZES: 6" - 18"

CANTILEVER TUBE

ENGINEERED AND STRESS TESTED TO MEET IBC IN 50 STATES
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